Amendments to the Claims 



1-43. (canceled) 

44. (currently amended) The meth o d acccrding to claim 40 aiid A method performed in 
connection with a dispenser, the dispenser including a dispenser module movably mounted in 
su pporting connection with an enclosure, wherein the dispenser module includes a holder 
enabling holding of medical items, wherein the dispenser module includes a dispenser 
mechanism, wherein the dispenser mechanism is selectively operable to dispense medical items 
from the holder, and wherein the dispenser module includes a helix rotating mechanism, the 
method comprising: 

{a) moving the dispenser module, while mounted, from a first position, wherein the 
dispenser module is within the enclosure, to a second position, wherein the holder 
extends outside the enclosure: 

(h) adding or removing at least one medical item from the holder while the holder 
extends outside the enclosure: 

(c) moving the dispenser module from the second position to the first position 
wherein the holder is within the enclosure: 



and prior to step (b) further comprising: 

{d) engaging a helix with the helix rotating mechanism, wherein the holder includes 
the helix; 

(e) engaging a holder guide in operative connection with the dispenser module, 

wherein a first portion of the holder guide is extended in an inside area within the 
helix and a second portion of the holder guide ext^ds in an exterior area outside 
of the helix. 

45-47. (canceled) 

48. (currently amended) The method acc o rding to clauii 40 A method performed in connection 
with a dispenser, the dispenser including a dispenser module movablv mounted in supporting 
connection with an enclosure, wherein the dispenser module includes a holder enabling holding 
of medical items, wherein the dispenser module includes a dispenser mechanism, wherein the 
dispenser mechanism is selectively operable to dispense medical items from the holder, wherein 
the holder includes a rotatable helix, wherein the helix includes an inside area bounded by the 
helix, the method comprising: 



moving the dispenser module, while mounted, from a first position, wherein the 
dispenser module is within the enclosure, to a second position, wherein the holder 
extends outside the enclosure: 



(b) adding or removing at least one medical item from the holder while the holder 
extends outside ttie enclosure: 

(c) moving the dispenser module from the second position to the first position 
wherein the holder is within the enclosure: 

and prior to step (c) fiirther comprising the step of: 

extending a limiting mOTiber in the inside area of the helix, wherein the limiting 
member is operative to prevent a medical item firom passing through the inside 
area of the helix absent rotation of the helix. 

49. (canceled) 
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50. (currentiy amended) The method acc o rding to claim 40, aiid wherein s t ep (b) c o mprises the 
s t e p s o f A method performed in connecrion with a dispenser, the dispen ser inchidin g a dispenser 
module movablv mounted in supporting connection with an enclosure, wherein the dispenser 
module includes a holder enabling holding of medical items, wherein the dispenser module 
further includes a dispenser mechanism^ wherein the dispenser mechanism is selectively operable 
to dispense medical items &om the holder, the method comprising : 

£a} moving the dispenser module, while mounted. fix)m a first position, wherein the 
dispenser module is within the enclosure, to a second position, wherein the holder 
extends outside the enclosure: 

£b} adding or removing at least one medical item Scorn the holder while the holdCT 
extends outside the enclosure, including 

providing the holder with a plurality of medical items arranged in a stack, 
wherein in the first position the medical items are biased to move by 
gravitational force; and 

providing a follower in engagement with the stack, wherein in the first 
position the follower provides additional biasing force on the stac k: and 
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(c) moving the dispenser module from the second position to the first position 
wherein Ae holder is within Ae enclosiire . 

51. (currently amended) The method acc or ding to claim 40, and wherein ste p (b) comp r ises the 
stcps^ A method performed in connection with a dispenser, the dispenser including a dispenser 
module movablv mounted in supporting connection with an enclosure, wherein the dispenser 
module includes a holder enabling holding of medical items, wherein the disposer module 
further includes a dispenser mechanism, wherein the dispenser mechanism is selectively operable 
to dispose medical items from the holder, the method comprising : 

{a) moving the dispenser module, while mounted, from a first position, wherein the 
dispenser module is within the enclosure, to a second position, wherein the holder 
extends outside the enclosure: 

(b) while the holder extends outside the enclosure. 

adding a plurality of medical items to the holder arranged in aligned side 
by side relation in a stack, wherein in the first position the medical items 
are biased to move by gravitational force towards a dispense location; 



providing a movably positionable guide extending adjacent the stack; and 



providing a gOTcrally cylindrical rotatably movable follower, including at 
least one annular groove, in operative engagement with the stack, Avherein 
in the first position the follower provides additional biasing force on the 
stack, and wherein the guide extends in the at least one annular groove 
during rotational movement of the follower towards the dispense location; 
and 

(c) moving the disposer module from the second position to the first position 
wherei^ th^ holder is within the egplgsure. 

52-54. (canceled) 

55. (currently amended) Th e method acc or ding to claim 53 A method performed in connection 
with a medjpal item dispenser apparatus including: 

an enclosure, wherein the enclosure bounds an interior area, and wherein the enclosiu-e 
includes an opening to the interior area: 

a door in operative connection with the enclosure, wherein the door is movable between a 
closed position wherein the door closes the opening, and an open position wherein the door is 
disposed awav from the opening: 

a path extending in the enclosure, wherein the path is in connection with a delivery area, 
whereby dispensed medical items are accessible to a user in the delivery area: 



-7- 



a dispenser module, wherein the dispenser module includes a helix rotating mechanism, 
wherein the dispenser module is movablv mounted in supporting connection with the enclosure, 
wherein the dispenser module includes a holder, wherein the holder enables hold ing the medical 
items therein, and a dispenser mechanism, wherein the dispenser mechanism is selectively 
operable to dispense medical itOTis from the holdCT at a dispense location, and wherein the 
module is movable while mounted in supporting connection with the enclosure between a first 
position and a second position, wherein in the first position the module is within the enclosure 
and the dispense location is positioned adjacent the path, and wherein when the door is in the 
open position the dispenser module is movable to the second position, wherein in the second 
position the module extends through the opening and the holder is manually accessible, whereby 
the medical items may be added or removed therefrom: 

the method comprising: 

(a) moving the door from the closed position to the open position: 

fb) moving the moimted dispenser module from the first position to the second 
position, wherein the holder extends outside the enclosure: 

(c) adding or removing at least one medical item from the holder while the holder 
extends outside the enclosure: 



fd) moving the mounted dispenser modiJe from the second position to the first 
position wherein the holder is within the interior area: 

(e\ closing the doon 

and prior to step (c) further comprising the steps of: 

(f) engaging a helix with the helix rotating mechanism, wherein the holder includes 
the helix; 

£g) engaging a holder guide in operative connection with the dispenser module, 

wherein a first portion of the holder guide is extended in an inside area within the 
helix and a second portion of the holder guide extends in an exterior area outside 
of the helix. 

56-58. (canceled) 
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V 



59. (currently amended) The method acc o rding t o claim 53 A method performed in connection 
with a medical item dispenser apparatus including: 

an enclosure, wherein the enclosure bounds an interior area, and wherein the enclosure 
includes an opening to the interior area: 

a door in operative coimection with the enclosure, wherein the door is movable between a 
closed position wherein the door closes the opening, and an open position wherein the door is 
disposed away fipom the opening: 

a path extending in the enclosure, wh^ein the path is in coimection with a delivery area, 
whereby dispensed medical items are accessible to a user in the delivery area: 

a dispenser module, wherein the dispenser module is movablv mounted in supporting 
coimection with the ^closure, wherein the dispenser module includes a holder, wherein the 
holder enables holding the medical items therein, wherein the holder includes a rotatable helix, 
wherein the helix includes an inside area bounded by the helix, and a dispenser mechanism, 
wherein the dispenser mechanism is selectively operable to dispense medical items from the 
holder at a dispense location, and wherein the module is movable while mounted in supporting 
connection with the CTiclosure between a first position and a second position, wherein in the first 
position the module is within the enclosure and the dispense location is positioned adjacent the 
path, and wherein when the door is in the open position the dispenser module is movable to the 
second position, wherein in the second position the module extends farough the opening and the 
holder is manually accessible, whereby the medical items mav be added or removed therefrom: 
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the method comprisin|g: 



(a) moving the door from the closed position to the open position: 

£b} moving the moxmted dispenser module from the first position to the second 
position^ wherein the holder extends outside the enclosure: 

(c) adding or removing at least one medical item from the holder while the holder 
extends outside the enclosure: 

(d) moving the mounted dispenser module from the second position to the first 
position wherein the holder is within the interior area: 

(e) closing the door: 

and prior to step (d) fiirther comprising the step of: 

extending a limiting member in the inside area of the helix, wherein the limiting 
member is operative to prevent a medical item from passing through the inside 
area of the helix absent rotation of the helix. 



60-67. (canceled) 



